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7000 Sliding Door Hardware 
Single Door Sets – up to 150 lbs./Door 

 
71-222    71-034    71-138 
           

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Adjustable, top mount, for door Adjustable, side mount, for 3/4” door Adjustable, side mount, for 1-3/8”  
thickness 3/4” and up. thickness.    door thickness. 
    
71-222 Parts Necessary   71-034 Parts Necessary   71-138 Parts Necessary 
 
2     7000   Carriers 2     7000   Carriers 2     7000   Carriers 
2     7222   Top plates 2     7034   Aprons 2     7138   Aprons 
1     110     Floor guide 1     110     Floor guide 1     110     Floor guide 
       7001   Top track        7001   Top track        7001   Top track 

          (avail. 8’ & 12’)           (avail. 8’ & 12’)           (avail. 8’ & 12’)  
       8X11/2PHZP screws        8X11/2PHZP screws        8X11/2PHZP screws 

 
71-222 Optional Parts 71-034 Optional Parts 71-138 Optional Parts 
 
2     7014   Stops 2     7014   Stops 2     7014   Stops 
1     424-__Finger pulls 1     424-__Finger pulls 1     424-__Finger pulls 
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7000 Sliding Door Hardware 
By-Passing Door Sets – up to 150 lbs./Door 

 
72-034    72-118    72-138 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Adjustable, side mount, double track, Adjustable, side mount, double track, Adjustable, side mount, double track, 
for 3/4” door thickness.   for 1-1/8” door thickness.   for 1-3/8” door thickness. 
 
72-034 Parts Necessary   72-118 Parts Necessary   72-138 Parts Necessary 
 
4     7000   Carriers 4     7000   Carriers 4     7000   Carriers 
4     7034   Top plates 2     7034   Aprons 4     7138   Aprons 
2     110     Floor guide 2     110     Floor guide 2     110     Floor guide 
       7002   Top track 2      7138   Aprons        7003   Top track 
          (avail. 8’, 12’)        7002   Top track           (avail. 8’, 12’)  
       8X11/2PHZP screws        (avail. 8’, 12’)        8X11/2PHZP screws 
        8X11/2PHZP screws 

 
72-034 Optional Parts 72-118 Optional Parts 72-138 Optional Parts 
 
4     7014   Stops 4     7014   Stops 4     7014   Stops 
2     424-__Finger pulls 2     424-__Finger pulls 2     424-__Finger pulls 
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7000 Sliding Door Hardware 
By-Passing Door Sets – up to 150 lbs./Door 

 
72-134    72-222    72-223 

      
Adjustable, side mount, double track, Adjustable, top mount, double track, Adjustable, top mount, double track, 
for 1-3/4” door thickness.   for 3/4” door thickness.   for 1-3/8” door thickness. 
            
72-134 Parts Necessary   72-222 Parts Necessary   72-223 Parts Necessary 
 
4     7000   Carriers 4     7000   Carriers 4     7000   Carriers 
2     7034   Aprons 4     7222   Top plates 4     7222   Top plates 
2     7138   Aprons 2     110     Floor guide 2     110     Floor guide 
2     110     Floor guide          7002   Top track          7003   Top track 
       7003   Top track                     (avail 8’, 12’)                         (avail 8’, 12’) 
                  (avail 8’, 12’)           8X11/2PHZP screws         8X11/2PHZP screws 
      8X11/2PHZP screws 

 
72-134 Optional Parts 72-222 Optional Parts 72-223 Optional Parts 
 
4     7014   Stops, or 4     7014   Stops, or 4     7014   Stops, or 
2     1018   Angle stop   2     1018   Angle stop   2     1018   Angle stop 
2     424-__Finger pull   2     424-__Finger pull   2     424-__Finger pull 
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7000 Sliding Door Hardware 
Parts and Accessories 

 
110 FLOOR 
GUIDE: 

For single door 
installation. 
Dimensions:  
1-3/4” x 3/4” 
Material:  Nylon 

 
_______________________________ 
 

 
HDPANELRAIL:  Use with 110 Floor 

Guide - requires shimming   
Dimensions:  
1-1/8” x 3/16” 
 
  
 
 
 
 
_______________________________ 
 
 
1018 ANGLE STOP:  For by-passing 

doors.  Attaches to rear of front door, 
assuring accessibility of rear door flush 
pull.   
Dimensions: 1-1/8” x1-7/32” x 3/4” 
Material: 0.093 
thick electro zinc 
plated cold rolled 
steel with rubber 
bumper. 
 
 
 
 
_______________________________ 
 
 
1211  GUIDE ROLLER:  Used with No. 

1222 Guide Channel.  Attaches to 
bottom of door and runs within guide 
channel.  Door mortising not required. 
Dimensions: plate – 2” x 3/4” x 3/32” 
Roller – 17/32” x 1/2” 
Material:  
Electro 
zinc plated 
cold rolled 
steel 

 
 
 

1222 CONTINUOUS GUIDE CHANNEL:  

Used with No. 1211 Guide Roller.  
Mortised into floor or surface mounted.  
Dimensions: 5/8” x 3/4” 
Material:  0.093 thick 
extruded aluminum 
Avail: 8’ & 12’ 
 
 
_______________________________ 
 
2014 CONTINUOUS FLOOR GUIDE: 

For rear door of three-door installation.   
Dimensions:  7/8” x 1/2” x 3/16” 
Material:  Aluminum 
Avail: 8’ & 12’ 

 
 
 
 
 
 
 

_______________________________ 
 
 
7000 CARRIER:  For all installations.  

Dimensions: 2-3/4” x 1-3/16” x27/32” 
Material: .078 thick 
ezpcrs*.  With steel 
ball bearings & 
nylon wheels. 
 
 
 
_______________________________ 
 
 
7014 BUMPER STOP:  Track mounted.  

For any sliding door application where a 
stop is desired. 
Dimensions: 7/8” x 1-3/16” x 1-19/32”.  
Material:  Angle – ezpcrs* 
Housing:  
Aluminum 
Bumper:  
Rubber 
 
 
 
 
 
 
 
 

7034 APRON:  Adjustable.  Used in 

71-034, 72-034, 72-118, & 72-134 
hardware sets. 
Dimensions: 2-57/64”h x1-1/2” x 3/4” 
offset.  
Material: .078 thick 
ezpcrs 
 
 
 
 
 
 
 
_______________________________ 
 
7138 APRON:  Adjustable.  Used in 71-

138, 72-138, 72-118 & 72-134 hardware 
sets. 
Dimensions: 2-57/64”h x 1-1/2” x 1-1/8” 
offset. Material: .078 thick ezpcrs 
 
 
 
 
 
 
 
 
 
 
 
 
 
_______________________________ 
 
 
7222 TOP PLATE WITH PENDANT 
BOLT:  Adjustable.  Used in 71-222, 72-

222, and 72-223 hardware sets. 
Dimensions:   
1-3/4” x 3-9/16” x .093 (plate) 
Material:  ezpcrs 
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1210/1230 Sliding Door Hardware     Parts
 

1210 up to 175 lbs./Door 
 

Adjustable, top mount, for 1” min. 
door thickness. 
 
1210 Parts Necessary 
2     1202   Carriers 
1     7015   Floor guide 
       1201   Top track (avail. 8’, 12’) 
       12X11/2PHZP screws 

 
 
1210 Optional Parts 
2     1212   Stops 
1     424-_  Finger pulls 
       2014   Floor guide 

                  (avail. 8’, 12’) 
 

 
 

 
1230 up to 275 lbs./Door 
 
 

 
Adjustable, top mount, for 1” min. 
door thickness. 
 
1230 Parts Necessary 
2     1205   Carriers 
1     7015   Floor guide 
       1201   Top track (avail. 8’, 12’) 
       12X11/2PHZP screws 

 
 
1230 Optional Parts 
2     1213   Stops 
1     424-_  Finger pulls 
       2014   Floor guide 

                  (avail. 8’, 12’) 
 
 

 

 
 
1201 TRACK:  Single.  For single, bi-
parting or by-passing installations.  
Mounting holes approx. every 12” on 
center.  Dimensions: 1-19/64” x 1-7/8” 
Material:  extruded 
aluminum 
 

_____________________________ 
1205 CARRIER WITH PENDANT BOLT 
AND TOP PLATE:  Four wheel rocker 
arm, for all installations.  Dimensions: 
carrier 4” x 2” x 1-3/4”; 
pendant bolt – 2-3/16” x 
3/8”-16NC.; top plate –  
3-1/2” x 1 x 3/16”.  
Material: ezpcrs w/nylon 
ball bearing rollers. 

 

_____________________________ 
1213 STOP: For use with 1205 to stop 
carriers. Dimensions: 1-5/8” x 1-1/2” x 
5/8” x 1-3/4”.  
Material: aluminum; 
rubber block bumper. 

_____________________________ 
1202 CARRIER WITH PENDANT BOLT 
AND TOP PLATE: Two-wheel; for all 
installations.  Dimensions: carrier-1-
13/16” x 2” x 1-1/8”; 
pendant bolt-3/8” x 2-
5/16” top plate-1” x 3-
1/2” x 3/16”. Material: 
ezpcrs* w/nylon ball 
bearing rollers.  

 

_____________________________ 
1212 STOP: For use with 1202 to stop 
carriers.  
Dimensions: 1-5/8” x 1-1/2” x 5/8” x 7/8”. 
Material: Aluminum; 
rubber bumpers. 
 

 

_____________________________ 
 
7015FLOOR GUIDE: Surface-mounted 
“T”. Dimensions: 3” x 7/8” x3/4”. Material: 
Zamac 
 
 

 
 

*Electro Zinc Plated Cold Rolled Steel 
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1500 SERIES FOLDING DOOR HARDWARE 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
1500 Parts Necessary  
1

a
      1533             Carrier   

1
b
       1525    Jam Pivot Hardware Set  

            includes 2669   Bushing (threaded)  
                             2664  Bottom Pivot  
                             2523  Top Pivot 

   1516  Jamb Bracket Assy  
   1535  Adj. Track Bushing 

          1501     Top track (avail 8') 
 
a         Use 1 – 1533 for each pair of doors 
b         Use 1 – 1525 for each jam to which doors will fold. 
 
1500 Optional Parts 
 
 1211

a 
Guide Rollers 

 1222
a 

Guide Channel (avail 8’, 12’) 
         

 a 
Recommended for applications in which more than 2   

           doors fold to one jamb.
  

           Hinges – Use  1-1/2 pr. Per door edge  

The 1500 series folding door hardware is for folding doors from 
5/8" thick, weighing up to 25 lbs. Hardware may be used for one 
way (where doors open from one side and fold to opposite side) 
and bi-parting (where doors open from center and fold to both 
sides) applications.  
Installation: Mount track to header. Attach top plate to top of door 
and guide roller to bottom of same door, on every other door. 
Attach carriers to top plates. Assemble doors on track in correct 
order. Hinge doors together. 

This hardware is adaptable to residential, institutional, and 
industrial applications: 
 

 Where changing requirements demand alteration of 
room, shape and size 

 Where movable partitioning is required without altering 
existing structure 

 Where excessive opening size dictates use of this 
hardware. 

 
 
  
 
 
_____________________________________________________       
 
 

 
PARTS & ACCESSORIES:  1500 SERIES 
 

 
 
 
 
 

 1183 TOP PLATE             1501 TRACK                      
                                                                              1533 SWIVEL   
                                                                                 CARRIER                                                               
 
 
 
 

 
 
 
   
 
 

1535 TRACK BUSHING         1211 GUIDE             1221 GUIDE 
        (ADJUSTABLE)                  ROLLER                   ROLLER 
 
 
                                                                     
                         

 
 
 
 
 
 

  
1516 JAMB     
BRACKET         1222 GUIDE CHANNEL               2669 BUSHING 
  ASSY.                                                                      

 
 
 

     
       
 
        
       2523 TOP PIVOT                   2664 BOTTOM PIVOT 
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1600 SERIES FOLDING DOOR HARDWARE 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
1600 Parts Necessary  
1

a 
 1656     Carrier (incl. 1283 plate) 

1
b
 1625   Jam Pivot Hardware Set 

    includes 2669 Bushing (threaded)    
                   1626 Bottom Pivot  
                   2523 Pivot Top 
                   1516 Jamb Bracket Assy  
                   1655 Adj. Track Bushing      
     1605      Top track (avail 8' & 12') 
a 
Use 1-1656 for each pair of doors 

b
 Use 1-1625 for each jamb to which   

                      doors will be folding. 
 
1600 Optional Parts 
2   2635      Aligners 
     1211

a 
    Guide  

     1222
a
    Guide Channel (avail. 8’, 12’)  

 
a 
Recommended for applications in which more than 2 doors fold to 

one jam.  
HINGES: Use 1-1/2 pr. per door edge 
 

 
The 1600 series folding door hardware is for folding doors from 1' 
thick, weighing up to 50 lbs. Hardware may be used for one way 
(where doors open from one side and fold to opposite side) and bi-
parting (where doors open from center and fold to both sides) 
applications. 
 

Installation: Mount track to header. Attach top plate to top of door 
and guide roller to bottom of same door, on every other door. 
Attach carriers to top plates. Assemble doors on track in correct 
order. Hinge doors together. 
 
This hardware is adaptable to residential, institutional, and 
industrial applications: 
 

 Where changing requirements demand alteration of 
room, shape and size 

 Where movable partitioning is required without altering 
existing structure 

 Where excessive opening size dictates use of this 
hardware. 

 

 
 
PARTS & ACCESSORIES:  1600 SERIES 

 
 
 
 
 
 
 

 
1605 TRACK     1211 GUIDE ROLLER       1283 TOP PLATE
  

 
 

 
 

           
 
 

   
1222 CHANNEL GUIDE                 1656 SWIVEL CARRIER 
 
 

            
 
                                                 

 
 
            
 

 
 
 
 
1655 ADJ. TRACK BUSHING               1516 JAMB BRACKET 
ASSY. 

 
 
 
                              
 
 
 
 

2523 TOP PIVOT                                   1626 BOTTOM PIVOT 
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1260 HEAVY DUTY FOLDING DOOR 
HARDWARE 
 

Designed specifically for 
doors weighing up to 125 
lbs. each, in two, four, or 
more, door installations.  
 

Incorporating such advanced 
features as four wheel rocker 
arm carriers insuring constant 
wheel-track contact, sturdy 
aluminum "T" track and large 
nylon ball bearing wheels for 
silent, smooth operation, the 
1260 line is perfect for all 
commercial, residential and 
institutional applications. The 
hardware works quietly and 
dependably. It is easily installed 
and requires little or no 
maintenance. The 1260 
hardware is available from open 
stock , in quantity as needed.   
 
1260 Parts Necessary 
 
1

a
 1205 Carrier 

1
b
 1225 Jam Pivot     

Hardware 
Set includes  

  1223 Floor Pivot Bolt Assy.  
  1224 Bottom Pivot Pin Plate  
  1234 Bottom Pivot Plate Assy 
  1255 Top Pivot Clamp Assy  
  1269 Top Pivot Post Assy  
 1201 Top track (avail 8' & 12)  
 12X11/2 PHZP screws 
a
 Use 1 – 1205 for each pair of doors 

b
 Use 1 – 1225 for each Jamb to which doors will be 

   folding. 
 
1260 Optional Parts 
 
 1211

a
 Guide Rollers 

 1222
a
 Guide Channel (avail 8’ & 12’) 

 
a
 Recommended for applications in which more   

               than 2 doors fold to one jamb.  
 HINGES  Use 1-1/2 pr. Per door edge. 
 FOLD DOOR HOLD 
 HINGE FOLD DOOR 
Max. Vertical Adj. top of door to head is 1/2"  
Max. Vertical Adj. bottom of door to floor is 1".  
Max adj. header to floor is 1-1/2". 
Two panel opening width to be width of both panels plus pivot 
clearance plus 1/32" hinge clearance minimum, plus 1/8" jamb.  

 

Door Thickness        1 "     1 -1 /8"    1-3/8"    1 -3/4"   1 -7/8" 
 Pivot clearance    1/4 "         9/32”    5/1 6"       3/8 "     7/16"    
          allowance 

 

PARTS AND ACCESSORIES: 1260 SERIES 
 
 
 
 
 
 
1269 TOP PIVOT ASSY                  1201 SINGLE TRACK 

 
 
 
 
 
 

 
 
 
 
1205 CARRIER SET  1211 GUIDE ROLLER 
 

 
 
 
 
 
  

 
 1223 FLOOR PIVOT BOLT ASSY        1222 GUIDE CHANNEL 
                                                                          (Optional) 
 
 
 
 
 
                                                               

 
                                                1225 TOP PIVOT ASSY 

1224 BOTTOM PIVOT PLATE ASSY 

 
 
 
 
 
1234 BOTTOM PIVOT PLATE ASSY 
 
 
 
 
 
 
 
 
 
 
               FOLD DOOR HOLD                   HINGE FOLD DOOR 
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Rectangular pulls for sliding doors, 3-
1/16" long x 1-3/8" wide, requires a 
mortise 2-9/16" x 3/8" deep (field 
measure width) With screws, plated 
steel. 
 
Dull chrome 424-26D 
Polished brass 424-3 
 
 
_____________________________________________________ 
 
Round pulls for sliding doors are easier to 
mortise than the above rectangular pulls. 
Required 1-3/4" bore, 13/32" deep, overall 
diameter of 2-1/16". KV806BR brass 
KV806NP nickel 
 
 
 
___________________________________________________ 
 

 
These solid brass edge pulls have a spring to 
automatically return the lever flush with plate. 
Requires 3/4" mortise. Size is 3-7/8" x 3/4" x 1-
5/8". Packed with screws. 
 
Stock Number  Finish 
 
EDGEPULL3  Polished Brass 
EDGEPULL26  Polished Chrome 
 
 

 
_____________________________________________________ 
 

 

The COMBOPULL combines two elongated 

flush pulls for the front and back door sides 

and a finger pull for the door edge of a 

sliding door. Measures 2-11/16" high x 2-

7/16" wide and requires a cutout 2-1/4" high 

x 1-3/4" wide. Shipped with attachment 

hardware for 1-3/8" material. If 1-3/4" doors 

are being used, so state when ordering for longer connecting 

hardware. Solid brass, polished finish, complete with screws. 

Order 1-3/4P/N separately for longer connecting hardware. 
 
___________________________________________________ 

 
 
The COMBOLOCKNP, COMBOLOCKBP 
adds a privacy lock to the  COMBOPULL. It 
has two elongated flush pulls for the front 
and back door sides, a finger pull for the 
door edge of a sliding door, and an interior 
turn-lock. Measures 2-11/16" high x 2-7/16" 
wide and requires a cutout 2-1/4" high x 1-
3/4" wide. Shipped with attachment hardware 

for 1-3/8" material. If 1-3/4" doors are being used, so state 
when ordering for longer connecting hardware. Solid brass, 
polished finish, complete with screws. 
 

Solid brass, polished, hinges with loose pin. 
All hinges shown have button tips, and will 
accept accessory tips as shown. With 
screws. 
 
 
 
 
Stock Number Size Corners 
 
3.5X3.5SCSBH 3.5" x 3.5"  square 
4X4SCSBHINGE  4” x 4”     square 
 
Stanley hinges - nicely finished on steel. Loose pins.  With 
screws. 
 
3-1/2” for 1-3/8" doors, provides 1.25" clearance  
 
Size Stock Number Finish  
 
3-1/2” x 3-1/2” 3.5X3.5PRIME prime paint 
 

 
4" used with 1-3/8" doors provides 1-3/4" clearance  
4" used with 1-3/4" doors provides 1" clearance 
  
Size Stock Number Finish  
 
4x4        4X4PRIME           prime paint  
        4X43            polished brass  
 
Formula for determining hinge width: 
 
  Door Thickness  
  -  backset  
  x 2  
  + clearance required  
  + inset  
  Hinge width 
 
_______________________________________________________ 
 
SHEAVE + TRACK FOR PASSAGE DOORS 
 
Sheave + track system for doors to 200 lbs, min. of 
1-1/4" thick.  
1400BRNZ96 1/4" high, by 1-3/8"wide x  
                                   96" long. 
1415 SHEAVE 6" over-all, 2-7/8" high at  
                                    highest  point, nylon 
  wheel “pot” steel housing. 
 
 
Sheave + track system for doors to 125 Ibs, min. of 1" 
thick.  
1801SSTL96 3/16" high, by 1"  
                                       wide x 96"  long                   
1815SHEAVE        4-5/16" over-all, 1-7/8" high at highest point,  
                                           nylon wheel in “pot” steel housing. 
 
 
 
 
 


